
 Model/ Feature ST100 ST200 BST100 BST200 BST300 

ENGINE AND CONTROLS      

Honda engine (pull start) standard standard standard standard standard 

Electric Start optional optional optional optional optional 

Wireless Throttle - Variable Speed standard standard standard standard standard 

AUGER COMPONENTS      

Poly Cup Auger standard standard standard standard standard 

6” Manual Fold standard NA standard NA NA 

6” Hydraulic Fold (KYB Cylinder) optional standard optional standard standard 

7” Hydraulic Fold (KYB Cylinder)  optional optional optional optional optional 

Central Fill Ready - 15’6” Discharge Height standard standard standard standard standard 

3 Section Downspout w/ 30’ Reach standard standard standard standard standard 

Short Spout For Bulk Fill Planters optional optional optional optional optional 

CHASSIS AND BODY       

Twin Torsion Axles w/ Electric Brakes standard 

3500 lbs 

standard 

7000 lbs 

standard  

3500 lbs 

standard 

7000 lbs 

standard 

10000 lbs 

2-5/16” Ball Hitch standard standard standard standard standard 

Pin Hitch optional optional optional optional optional 

Gooseneck optional optional optional optional optional 

Roll Tarp Cover NR NR standard standard standard 

Stop, Turn and Tail Lights standard standard standard standard standard 

Group 24 Battery w/ Charge Wire standard standard standard standard standard 

8000# Center Mount Drop Leg Jack standard standard standard standard standard 

INOCULATORS      

Dry Inoculator  optional optional optional optional optional 

Liquid Inoculator optional optional optional optional optional 

SCALES      

Digital Scale optional optional optional optional optional 

Pre-Programmable Smart Scale optional optional optional optional optional 

Features 

SPECIFICATIONS ST100 ST200 BST100 BST200 BST300 

Load Height  (deck height) 37” 53” 92” 96” 108” 

Transport Height (top of auger when folded) 7’ 11’ 7’ 11’ 11’ 

Length (with auger down) 243” 225” 243” 225” 225” 

Width 84” 102” 84” 102” 102” 

Weight (empty)  1700 lbs 2950 lbs 2300 lbs 4050 lbs 4800 lbs 


